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This paper presents an isolated regenerative active-clamped circuit designed for the current-fed
half-bridge (IRACCFHB) converter. Its primary function is to reduce high voltage spikes across the
main switches caused by energy stored in the leakage inductance of the power transformer using
a clamping capacitor. This recovered energy is delivered efficiently to the load, maintaining the
converter's high efficiency and voltage ratio. The proposed auxiliary circuit employs a single
active switch with the same ground reference as the main switches, eliminating the need for an
isolated gate driver. The converter achieves zero voltage switching (ZVS) during the turn-off of the
main switches and zero current switching (ZCS) during the turn-on of the auxiliary switch. Energy
recovery to the load is accomplished without compromising galvanic isolation due to employing a
coupled inductor in the auxiliary circuit. To validate the proposed analysis and design, a

$350~\mathrm{W}$ prototype was implemented.
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ABSTRACT This paper presents an isolated regenerative active-clamped circuit designed for the current-fed
half-bridge (IRACCFHB) converter. Its primary function is to reduce high voltage spikes across the main
switches caused by energy stored in the leakage inductance of the power transformer using a clamping
capacitor. This recovered energy is delivered efficiently to the load, maintaining the converter’s high
efficiency and voltage ratio. The proposed auxiliary circuit employs a single active switch with the same
ground reference as the main switches, eliminating the need for an isolated gate driver. The converter
achieves zero voltage switching (ZVS) during the turn-off of the main switches and zero current switching
(ZCS) during the turn-on of the auxiliary switch. Energy recovery to the load is accomplished without
compromising galvanic isolation due to employing a coupled inductor in the auxiliary circuit. To validate
the proposed analysis and design, a 350 W prototype was implemented.

KEYWORDS Current-fed half-bridge, isolated regenerative active-clamped circuit, zero current switching,

zero voltage switching.

I. INTRODUCTION

Current-fed and voltage-fed converters are common isolated
topologies used in renewable energy systems. Current-fed
converters, in particular, offer advantages such as smaller
input current ripple and a higher transformer utilization fac-
tor, making them well-suited for microinverter applications
[1], [2]. Among current-fed topologies, the current-fed half-
bridge (CFHB) uses fewer active switches than the current-
fed full-bridge (CFFB), resulting in lower cost and simpler
construction. However, CFHBs encounter challenges such as
high voltage spikes and ringing across switches during turn-
off caused by the transformer’s leakage inductance. These
issues require the use of switches with a high breakdown
voltage, which can potentially reduce converter efficiency
due to the proportional increase in on-resistance with drain-
source voltage.

The literature contains analyses of soft-switching opera-
tion, voltage stress on switches, and topological variations
considering the converter in resonant operation. In appli-
cations such as PV, fuel cells, battery banks, and others,
the current drawn from the power source should exhibit low
ripple. This parameter is crucial for the proper functioning
of the generation system, as it maximizes energy production
and extends the lifespan of these systems, while also help-
ing the converter comply with electromagnetic interference
(EMI) regulations [3].

To mitigate issues in isolated converters, passive snubbers,
and active clamps are employed to manage energy stored in
leakage inductance. Passive snubbers are simpler and less

expensive but dissipate energy, thereby reducing converter
efficiency. In contrast, active clamps can recover energy, im-
proving efficiency by enabling soft-switching. This approach
minimizes switching losses and overvoltages, facilitating
the use of higher switching frequencies that contribute to
reducing the size of the converter [4], [S].

Active-clamped circuits have been proposed for the CFHB
converter. One such design, detailed in [6], is the active-
clamped CFHB (ACCFHB) with a full-wave rectifier. This
configuration utilizes two switches and a capacitor to clamp
the voltage across the main switches, achieving zero-voltage
switching (ZVS) for all switches during turn-on. However, it
requires two additional drivers, which can increase both cost
and volume. Further analysis of the ACCFHB under varying
load and input voltages is discussed in [7] and [8]. Another
variation of the ACCFHB involves an auxiliary circuit where
clamping capacitor shares the ground with main switches, as
presented in [9].

Additionally, [10] presents an active-clamped zero-current
switching (ZCS) CFHB converter comprising a single
switch, capacitor, and inductor, as illustrated in Fig. 1. This
design absorbs leakage inductance energy, clamps voltage
spikes, and mitigates ringing across the main switches. It
enables ZCS at the turn-off for the main semiconductors
and ZCS at both turn-on and turn-off for the rectifier diodes.
Compared to the design in [9], this circuit operates with
fewer components, supports higher switching frequencies,
and reduces prototype size. The clamping action in both the
main and auxiliary circuits allows the use of semiconductors
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